JM-3000° Gas Jet
Operating Instructions

Your JM-3000 Jet-Set gas-powered
water jet is designed to give you years of
trouble-free, profitable service. However,
no machine is better than its operator.

Read, understand and follow all safety
warnings and instructions provided with
the product. Failure to follow the warnings
and instructions may result in electric
shock and/or serious injury. Save all warn-
ings and instructions for future reference.

SAVE THESE INSTRUCTIONS!

Genera

PIPE GIEANERS
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Read and understand
operator’s manual before
using this machine.
Failure to follow operating
instructions could result in
death or serious injury.

Serious injury or death may occur
from inhaling engine exhaust or dan-
gerous vaporsUse this product only
in a well ventilated arekhis water jet

. ) is designed for outdoor use only. Always
WARNING! Read and understand all instructions. make sure there is adequate ventilation

Failure to follow all instructions listed below may result in (fresh outside air) for breathing and com-
electric shock, fire and/or serious personal injury. bustion.

Replacement manuals are available upon request at no
charge, or may be downloaded from our website,
www.drainbrain.coimstructional videos are available

for download on our website, and may be ordered. If vou
have any questions or p
customer service department at746300.

U7

Do n perate_pawer toqls; in explg-
sive ﬁtrﬁo%p?ﬁe?es% suéh%ellsqin th&e er
presence of flammable liquids, gases,

or dust.Power tools create sparks which

SAVE THESE INSTRUCTIONS! may ignite the dust of fumes.
. . . Do not spray flammable liquidRisk
~ These instructions are intended to of explosion. Flammable liquids can cre-
familiarize all personnel with the safe operation ate fumes which can ignite causing prop-
and maintenance procedures for theB0RD. erty damage or severe injury.

Do not direct discharge stream at peo-
ple. This equipment can produce a high
pressure stream of fluid that can pierce
skin and its underlying tissues, leading to
serious injury and possible amputation or
death.

SAFETY SYMBOLS

This is the safety alert symbol. It is uged
to alert you to potential personal injury
hazards. Obey all safety messages [that
follow this symbol to avoid possihle

injury or death.

DANGER indicates a hazard with a high level of risk which,
avoided, will result in death or serious injury.

Always wear safety glasses and rub-
ber soled, noslip shoesHigh pres-
sure spray can cause paint chips or
other particles to become airborne
and fly at high speedse of this
safety equipment may prevent serious

WARNING indicates a hazard with a medium level of risk
not avoided, could result in death or serious injury. This product contains lead, a chemical known to the State of

California to cause birth defects or other reproductive harm.
ACAUTION

Wash your hands after handling this product.
CAUTION indicates a hazard with a low level of risk whic

avoided, will result in minor or moderate injury. This product contains one or more chemicals known to the¢ State
of California to cause cancer and birth defects or other [repro-
ductive harm.
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GENERAL SAFETY RULES JET SAFETY

1. Do not operate jet above rated pressure or above 140 degrees

_ (rated water temperatur€)perating jet above rate specifica-

. . . . tions risks damage to the pump and related components, and
Read and understand all instructions. Failure to follow all in- 9 pump P

. . ) . , void the warranty.
structions listed below may result in electric shock, fire, and/or v

serious injury. 2. Do not operate jet with the output valve in the off position for
extensive periods of tim&his will cause the water to overheat
SAVE THESE INSTRUCTIONS! and damage the pump.

3. Never run pump without water inOperating the machine
without water will cause the pump to fail and void the warranty.

. ; - . eck for worn hose and components before each use.
plumber, utility company or the selling distributor for specn‘llc %ﬂeck that all fittings are secured before usingetn or

ta.||s. ] o lose fittings can cause damage to the machine and injure the «
2. Risk of explosion. Do not spray flammable liquids or operate gaior.

in an area where flammable or explosive materials are us

or stored.Power tools create sparks which may ignite dust an e jet in temperatures below freezing can damage pump, he

fumes. ) . ) ) and other jet components. Store unit indoors or protect with at
3. Keep bystanders, children, and visitors away while operating freeze when not in use.

machine.Distractions can cause you to lose control.

WORK AREA SAFETY
1. All installations must comply with local codeésntact your

(g]rotect machine and pump from freezZ8igring or operating

6. General Wire Spring Co. will not be liable for any changes

made to our standard machines or any components not pur-
PERSONAL SAFETY chased from General Wire Spring Co.

1. High pressure developed by jet machines will cause personal
injury. Water spray should not be pointed at any pe+ggm.
pressure spray can result in serious injury. If fluid seems to have
penetrated the skin, seek emergency medical attention at once.

2. Grip jet hose or spray wand securely with both hands before
starting the machin€ailure to do so could result in injury fro

whipping hose or wand. mJaM-3000 SPECIFICATIONS

3. Always wear eye protection and rubber glo®gety equip-
ment, eye safety devices;skith safety shoes and protective200 ft. Hose Reel
clothing must be worn when using this equipment.

4. Do not touch engine during operatibme muffler and other
parts of the engine get hot and can cause severe burns. Hose

5. Do not smoke while filling engine fuel taRlumes can ignite Reel
causing property damage and severe injury. Release

6. Stay alert, watch what you are doing and use common sensé<nob
when operating a power tool. Do not use tool while tired or
under the influence of drugs, alcohol, or medicatiomo-
ment of inattention while operating power tools may result in E%?E;gre

Swivel

ous personal injury. —Engine
7. Dress properly. Do not wear loose clothing or jewelry. Con-
tain long hair. Keep your hair, clothing, and gloves away from —— Pump

moving partsLoose clothes, jewelry, or long hair can be caught
in moving parts.

SERVICE Battery

Box
1. Tool service must only be performed by qualified service
personnel.Service or maintenance performed by untrained per- Output
sonnel could result in injury and damage to the equipment. Valve

2. When servicing tool, use only identical replacement parts.
Follow instructions in maintenance section of this manual.

Use of unauthorized parts or failure to follow maintenance ifR@Tievable Hose Reel _ _
tions may cause injury or damage to equipment. This Jet features a removable hose reel. It easily detaches in s

onds for remote operation. To remove reel, unscrew twist connec
the control panel outlet, then simply pull the knob at the base of
reel, and lift the reel. To reattach reel, align the base of the reel in
carriage, then allow the knob to snap back into place.

Pulse Valve
Water Inlet & Filter
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JET HOSE
L.

water travels down the length of the hose. As the length increa

4. Use the nozzle selection guide to determine what nozzle you

, , . . need for various applications. Examples: If a nozzle is stamp
When selecting hose size, consider that pressure is lost as tggz, it is a 352, drilled for 4 GPM @ 3000 PSI with several 15°

S&%r jets and one forward cutting jet.

the pressure decreases. In addition, the smaller the diameter of
the hose, the greater the loss of pressure per foot will be. As an

example, at 4

100 ft. length. The gauge reflects pressure from the pump only,
not pressure at the end of the hose. It is important to select thgverful penetrating nozzle ¢
largest possible hose size in order to have as much pressure as through grease and ic

possible at the end of the hose.

2. Hoses of the same diameter may be coupled together using the
CC1 coupling, but it is not recommended for use in lines smaller

GPM, a 3/8090

than 80 in diameter. The

coupling together can get caught in bends in the line. It is not ad-
visable to have two different hose sizes coupled in a drain\m)
There is a tremendous loss of pressure when combined, aside

from the difficulty of getting around bends.

HOSE SELECTION GUIDE

(ID%)

Hose Sizg Pipe Size | Typical Applications Available Hosé

Lengths

3/ 80 468 0 |Floordrains, septig 100 ft., 200 ft.,
lines, long runs 250 ft., 300 ft.

1/ 49 2 o4 0 |Kitchen sinks, laundtQo ft., 150 ft.,
drains, clean outs |200 ft.

sinks, tight

1/ 8 ¢ 1-1 / -2 @ Small lines, bathropd® ft., 50 ft., 75

bends

* Inside Diameter

JET NOZZLES

ft.

hose wil/l | ose

l ong |l ength of ¢t

idé spray flushing nozzle clea
inside of pipe thoroughly

SPECIALTY NOZZLES
Spring leader nozzles and down
nozzles are special nozzles to
hose travel through the pipe
there are a | o
bends.

ROTARY NOZZLES
Rotary nozzles are useful as a fiichina

tool. After the line has been clé
you may switch to the rotary noz
more thoroughly clean the walls
pipe. Use these nozzles only in
dominantly straight run since thq

1. Avariety of jet nozzles are available for drain cleaning. Eachdx@ged than regular nozzles and may
different spray pattern and purpose. Some nozzles may hayet @Bught in tight bends.
orifice in the front to cut through the stoppage. All will have holes
in the back to drive the hose down the line and clean the walls of
the pipe. A tight spray pattern (15°) has more driving power for

long runs, a wide spray pattern (40°) does a better job of cutti
the grease off of the walls of the pipe. A combination of n i’la@”\l SAW NOZ_ZLES
may be required to clear a line. Always turn off the machin&4H@ Saw nozzles spin at up to 10,00

turn off output valve before changing nozzles.

2. Make sure the nozzle you are using matches the pump s
3000 psi pump requires a different nozzle orifice than a 15
pump. Mismatching nozzles with pump size will either cause too
little pressure, which may not clear the drain, or too much pres-

sure, which may damage the machine.

3. Check nozzles before and after each use for clogged holes which
can cause pressure to increase to dangerously high levels and
damage the pump. A clogged hole can be cleared by simply using

the NCT Nozzle Cleaning Tool.

rip through roots. Lengths of chain
%uic ly and easily switched for diffen

'SSIr pipes.

1res:

nec:
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NOZZLE SELECTION GUIDE 6. Connect one end of a water supply hose (not included) to tl
- - R water supply and the other end to the water inlet of the jet rr

HOSE SIZE 1/ 801/ 4|63/ 8j0 chine. Water supply must be a minimum of 20 psi and not
CAT#| CAT#| CAT# exceed 100 psi. Caution: Water temperature must not exce

140 degrees or damage to the pump can occur. Use only hez

15° Rear Jets w/No Forward Jet JN31 | JN41 | JIN51 duty 3/40 hose of no more tt
15° Rear Jets w/One Forward JetN32 | IN42 | INS2 adequate water supply, the pump will cavitate. Cavitation caus
the pump to vibrate, causing damage to the pump. Note: Lack
30° Rear Jets w/No Forward Jet JN-33 - - water supply can lead to seal damage, causing a loss of pre

40° Rear Jets w/No Forward Jet - IN44 | INS4 sure and will void the warranty to the pump.
7. Maximum temperature from the water source should not exce
Spring Leader JNSEA | JNSES | INSES 140°F (60°C). Using water hotter than 140°F (60°C) can caus
Rotary Nozzle (Optional) R INRE4 | INRBS damage to the pump and void the warranty. If jet is being used
. - clear ice blockages, see instructions on Ice Blockages.

Chain Saw Nozzle (Optional) i i JCSNS 8. Select the proper hose diameter for the line to be cleaned. Wh

using new hose, run water through it to clean it out before atta
ing the nozzle.

OPERATION
JET ASSEMBLY
1 Upon arrival, inspect the shipping crate for damages. Uncr
examine all parts. Note any damage to machine or comp
for claims against freight carrier. _ _ 1. Select the correct jet hose size to match the line size you a
1 Jet must be stored and operated in horizontal position. Nevgéaring. (See Hose Section Guide) Check all hoses for wear ¢
Sé'fX:Ee:;g Upf_lgﬁtplzhﬁltlon or 9||| may leak from pump. If low, fill viHimage. Tighten all connections securely.
} Welg t_ ergfent 9' : . 2. Select the correct nozzle and attach to the end of the hose. (S
1 Gas jets are shipped with oil in the e@gisailt motor manu- Nozzle Selection Guide) Note: If you are using a new jet hose,
fact ureros manua I for cor rec {vateVRrbught to fFR dlit d@AEDEkIe connecting a nozzle.
T Jet machines are meant to be used at or near the workm%grmg?rt the jet hose 2 to 3 feet into the drain line before turning
and under operator supervision. If machine must be located o Al-hine
sight of operator, special controls may be required for proper ma- ' ]
chine operation and operator safety 4. Turn on the water supply valve fully to allow for maximum flow.
5. Turn on the jet output valve and allow water to run through t
supply hose, jet, and jet hose to purge air from system befo
turning on the machine.
6. Make sure that the output valve is turned on and the water is flc
ing.
7. Start the engine using the Enginau cedures listed be-
OPERATION >a gine using the Enginafsiaro
SETFUP
GAS ENGINE STABHF
1. Locate the jet near the drain line on a level surface with dral 1. Make sure that the ball valve is turned on and water is| flowing.
Tip: Ideally, the drain line should be cleared from the down 2. Move choke lever to the closed pdsitterDo not use chake
side, that is, from the street back toward the house. If yol if engine is warm or ambient air temperature is high.
clear th_e line from the drain toward the street, you may n 3. Move throttle lever to the midpoint position.
use a siphon pump to clear away excess water. . . "
. ) _— ) Turn the engine switch to the ON position.
2. Check the oil level in the pump. If low, fill with SAE 30-weig — : . : .
detergent oil. 5. Pull the starter grip lightly until resistance is felt, then pull bris}
) , , o ) i If you have the electric start option, turn the key to start the e
3. Check the oil level in the engine. filllovith oil weight rec- gine
i h . f ' :
ommended i n the m(? t-or manu 6. As the engine warms up, gradually move the choke Igver to t
4. Check the inlet filter to open position. e e:
clean, unscrew filter cap, remove the screen and rinse thol I : :
with water. Then, replace screen. 7. Position the throttle to the desired engine speed.
5. Check that incoming water supply is clean and free of debris.

Turn the water source on for at least 15 seconds to remove any
possible debris in the water before connecting hose to water inlet.
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OPERATION CONTINUED SPECIAL APPLICATIONS

9. Guide the jet hose into the drain line. Do not feed the hose™con-
tinuously, but rather, move the hose forward and back to alld@Eh8LOCKAGES
pressure to break up the stoppage and the water flow to fldfghipressure water can be used to clear an ice blockage. A 3000
away. If you are clearing the line from the upstream side, thigmay j et can clear a 40 |l ine af
take more time. Clearing the line from the downstream side atlovithe smaller, electric jet will take twice as long. Ambient air te
debris to flow away easily. perature will effect these times. Use a 15° nozzle with a forward
10.It is often helpful to turn on theplilse valve. The vibration DO NOT allow the incoming water supply to exceed 140°F (60°C)
generated helps to hose overcome the friction in the line andt glgldd cause damage to the pump. Remember to follow the ¢
farther down the line. See Yillse section. weather precautions found in the Freeze Protection section.

11.When the jet hose encounters a bend in the line, its advance may
slow or stop. The hose has a slight curve to it from the hosEREIEZE PROTECTION
It may be necessary to manually feed or rotate the jet hose tFgvpFlstect your machine from severe damage caused by water fre
it around the bends. I f t hirgy indide thee corpenerlist it isardpdraarit © &interipeUt ivhebebee
loop and rotate it a quarter to half turn so the curve of thesubgected to freezing temperatures.

matphes the pipe. It may also be necessary to pull thg hosel’ﬁgcll)(est way to protect the system is to keep it out of the cold. E
six inches and snap it forward to hop across a gap in the

" riH'é) ?hat, the next best way is to flush the systenfretheariio
fitting. do so, simply attach a short garden hose (not to exceed four feet
12.0nce you reach the stoppage, move the hose back andif@stion the pump and put other end intofileezmtontainer. Be
through the section several times to ensure the line is thorgugblyo remove the nozzle from the hose. Turn the machine on
cleared. You may also switch nozzles to a wide spray or drtatyardfreeze into the system. Whesreee flows out of the
(optional) nozzle for wall to wall cleaning action. end of the hose, turn the machine off. Connect high pressure h
and trigger, and follow above procedure. Cycle trigger on/off so t
the antireeze will flow into unloader and injector section of machine

When preparing to operate equipment for the next job, remove
VIBRAPULSE antifreeze. To do so, reconnect water source, turn pump on and

Pulsation makes the F direct flow of afréeze back into container. Be careful not to dilute
vibrate, helping the jet antifreeze with incoming water suppirend, if kept relatively
longer distances and arc undiluted, can be used again and again.

tight bends easier. The
control valve is located or
front of the pump. Simply
the valve on to engage the
pulse. Vibraulse is mo
effective ir Youdl |

notice ‘Iess vibration with a ADJUS'”NG pRESSURE UNLOADER

1./ 40 . hos €. and almost none Wrhd rﬁ‘achiﬁe is3e/qtﬁp8ed vl?/itﬂ 3 Fegulatngop%gsﬁrg Gintoadér {b?

still effective, causing the water to burst from the nozzle hund fressure overload in the event that the nozzle is clogged or

times per second. If you are still having difficulty getting hose %‘IﬂHUgvalve or spray wand trigger is off. When the machine is in

a tight bend, switch to a smaller diameter hose. Turn the pul§§‘p8§s mode, the pump will continue to run. However, running

before turning machine off. bypass mode for extended periods will cause damage te the pun
no more than 5 minutes. Excessive temperatures will damage |
pump and void the warranty.

The machine also comes with thermal overload protection. Wr

water temperature in the pump increases to 140°F (60°C), the th
SHUT DOWN INSTRUCTIONS mal relief valve will release hot water and allow cool water to er
After drain cleaning or spray washing is completed, run clearpwatprfrom the fresh water supply.

through the system. Always leave the output valve in the on ppgitiefst the unloader, loosen the lock nut and turn the knob cour
when turning off motor. Turn off water supply and drain as much¥@t@fise to decrease pressure and clockwise to increase presst

from the pump as possible. Remove water supply hose from iglgitin: Do not otighten unloader. Tighten lock nut after adjust-
you are in a cold climate, see Freeze Protection section. ments are made.

Hoses can also be protected from freezing by using compressed a
clear them of residual water. Remember to remove nozzle from
hose and hold trigger of spray wand in open position.
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The Spray Wand can be used to clean your truck or other appli
ACCESSORIES tions. Caution: Never clean the machine with its own spray. Fol
HANDYREEL WITH FOOT PEI

the same procedures listed previously for safiptypgetation,
- Cat # HN20OW (OPTIONAL) and maintenance. To operate the spray wand with your water |
The HandReel allows for remove apj

disconnect to twist connect at the output valve. Then, connect
tion of the jet. The jet can be positic spray wand hose, trigger and wand at the output valve. Turn on
ground level, while the H&webl can b water supply, then squeeze the trigger to purge air from the systi
carried up on a roof to clear vent Continue to squeeze trigger as you turn on the machine.
stacks. With the help of the Heelh

gas jets can be used for indoor appli Hold the high pressure spray nozzle approximatélyf®m the

while the machine operates safely ¢ surface to be cleaned. When cleaning with a detergent, apply fr
The Foot Pedal interrupts the flow of water between the pump &edtane up with an even left to right movement. Rinse from top dc
nozzle while leaving both hands free to guide the hose. Positisiihtigesimilar motion. This will help reduce potential streaking. Alw
HandyReel at the drain site. Connect the jet machine to the inf@RJ} Soap to a dry surface. This will enhance penetration and de
the Foot Pedal. Select and attach nozzle to the hose on the re&fP§Ing and reduce dilution of detergent with an already wet s

the hose 2 to 3 ft. into the drain line. Followupepstaxtdures.

FOOT PEDAL ONLGat # FM. (OPTIONAL) You may draw soap through the spray wand in conjunction with
The Foot Pedal can be used with any jet manufactured by Geg?qu? ! ch_emical_ injector. First set up the Chemical injector syst
interrupts the flow of water between the pump and the nozzl %ﬁcﬁn hemical Injector). Then, simply tum the nozzlg barrel on
leaving both hands free to guide the hose. The pump will contlen %othe wand coqnteckmse. As the spray pattern widens, more

. L Wi detergent will be drawn through the wand. Turn the noz
run in bypass mode. Do not leave pumppasbkyfor more than a

. clockwise to reduce the detergent flow and narrow the water sp
few minutes or the pump can be damaged. (See Pressure UnIoBgﬁ n to return to high pressure

The Foot Pedal may be connected either at the machine or remotely

at the drain site. To use the foot pedal at the machine, remotﬁ_} ICAL INJECTORat # CMA

hose going to the swivel on the hose reel and attach it to the in 55& the chemical injector, disconnect the Twist Connect at |
of the Foot Pedal. Then, connect the accessory hose (availab { u?valve on the jet. Then thread the Chemical Injector on to it.
ft., 25 ft, or 50 ft. lengths) between the outlet of the pedal a Wand then threads onto the free end of the Chemical Injec
swivel on the hose reel. Some jet models may need the addedpenghi attach Chemical Injector to the inlet side of the pump. De
of the accessory hose on the inlet side of the pedal. gents can damage pump.

For remote operation, pull the hose from the hose reel to thelTdraise the detergent injector, attach one end of the siphon hose
site. Attach the hose to the inlet of the pedal. The pedal is detignbarbed fitting on the injector and put the filter end into the de
for 3/80 hose fitti nglsadaptdr,fas ugent solgtionaBe sure4hd end of the hose is aitghe potioe of Ahp c

well . Then, attach the smal | taijeropkyeket. Spme/medels fkaye adjystable valvesgo contral
the pedal. Use the smaller hose to clear the drain line. amount of detergent drawn through the hose.
SPRAY WANBP
St # SWE000 ‘ MAINTENANCE

Regular inspection is the key to preventing breakdowns and prolo

) ing the life of the equipment. Follow this simple procedure religious
= DAILY
& < % 1 Check INLET FILTER for debris before each use.
1 Check that the PUMP OIL LEVEL is within operating range
dipstick or sight glass.
i 1 Check that the jet nozzles are not clogged or worn out.

USE CAUTION WHEN $RBRE WASHING. WEAR WEEKLY

A GOGGLES AND RUBBER GLOVES AND BPOTS. Check the pressure hose for wear and damage. Damaged ha
ANALYZE ANGLE OF SPRAY AND ANTICIPATE can be repaired at a local service dealer of by your equipme
ANGLE OF BACK SPLASHD NOT POINT SPRAY dealer.
AT ANYONE, INCLUDNGURSELF. DO NOTTPU

YOUR HAND IN FRONT OF WATER SPRAY. |T C’ﬁ"ﬂmp Crankcase Oil Changervice after the 1st month, or after
PENETRATE THE SKIN AND CAUSE A NEED FOI3 hours. Then service every year or 500 hours. Use SAE 30W N

AMPUTATION. IT IS BEST TO START AT A 4%etergent Motor Qil to full mark on dipstick or to dot on sight glass.
ANGLE AT A7 TO 10 FT. (2 TO 3M) DISTANCE FROM

OBJECT TO BE CLEANHDRECT SPRAY AT
CLOSE RANGE CAN BE POWERFUL ENOUGH Tehgine MaintenanceCheck engine manual for specific mainte-
CAUSE DAMAGE nance procedures.
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TROUBLE SHOOTING GUIDE

Problem

Probable Cause

Solution

Low pressure.

Worn, clogged, or oversized nozzle.

Clean or replace worn nozzle. Check nozzle size.

Clogged water inlet strainer.

Clean or replace strainers.

Inadequate water supply.

Make certain water supply valve is on fully. Make certg
supply hose is at | east
no kinks or damage, and is not longer than 50 ft.

in water
B/ 40

Worn or damaged piston cups.

Replace piston cups.

Worn or damaged inlet or discharge valReplace worn valve poppets or valve springs.

Dirt or foreign particles in valve assem

bRemove any dirt particles.

Air leak in inlet plumbing.

Locate air leak.-Beal connection or replace damaged p

prt.

Rough operation with los|
pressure.

5 REstricted inlet plumbing or air leak in
plumbing.

nieepair clogged inlet fittings. Check supply hose and erfsure

adequate water supply.

Damaged piston, cup or pump valve.

Replace any damaged pump parts and clean out any f
particles.

breign

Clogged nozzle.

Clean or replace nozzle.

Water leakage at intake
manifold or crankcase.

Worn manifold seals, pistorriogs, or
condensation inside crankcase.

Replace seals, sleevesmmgs. Change oil at regular intg
vals.

=
1

vacuum lock.

Inadequate water supply to pump, crefitibigsare adequate tap water supply. Clear inlet filter.

Oil leaks.

Worn pistons and/or leaking crank seg
crankcase cover seal, or drain plugs.

ISReplace seals, sleevesnimgs.

Excessive wear.

Worn or loose bearings.

Replace bearings. Check bearing seals, spacers and r|
Replace any worn parts.

btainers.

Short piston cup life.

Scored cylinders from pumping acids.

Replace cylinders. Do no pump acid solutions. For acidl applica

tion, ask your dealer for a pump saver injector.

Abrasive particles in fluid being pumpe

dReplace water and detergent strainers if damaged or 1
Install additional filter if fine abrasives are still evident.

hissing.

Operator(s) running pump without wat
supply.

brDo no allow washer to be run without proper water sug

ply.

Hot water in pump.

Do not run in bypass for more than 5 minutes. Do not |
supply exceed 140°F (60°C).

Pt water

Irregular spray pattern.

Worn or partially clogged nozzle.

Clean or replace nozzle.
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TROUBLE SHOOTING GU

IDE continued

Problem

Probable Cause

Solution

Washer fails to draw detergen

t.Detergent metering valve closed,
valve clogged or defective.

oDpen detergent metering valve, following procedure in
instructions.

|operatin

additional lengths of pressure hos

Back pressure in hose (when usipgContact dealer for proper injector size when adding ler]

ehose.

gths of

Back pressure in pressure hose (
using dual lance wand).

wbler proper size flood nozzle in dual lance wand (refer
breakdown).

to parts

Suction tube not below liquid surf

pcompletely submerge suction tube and strainer in dete
solution.

rgent

Clogged or damaged suction strajn@lean or replace strainer.

Detergent solution too weak.

Clogged detergent strainer.

Clean or replace strainer.

Air leak in detergent suction tube
inlet plumbing.

OFind air leak and clean or replace parts as necessary.

Detergent solution too concen
trated.

- Original detergent too concentrat

bdilute product as necessary to achieve proper concengation.

Detergent in rinse cycle.

Dual lance wand or adjustable ng
holder in open position or chemic
metering valve open.

zglwse dual lance wand adjustable lance holder to achig
plpressure. Close detergent metering valve.

ve high

Worn or defective internal check

dRepair or replace check valve or injector parts as necs

Ssary.

Dilution of detergent concentratBefective check valve in detergel

during cycle.

tank.

tReplace parts as necessary.

Unloader cycles.

Fitting leaking downstream.

Tighten/replace fitting.

Piston or valve spring broken or \

/dReplace parts as necessary.

Clogged nozzle.

Clean or replace nozzle.

Fluid leaking from body.

O-ring worn or cut.

Replace part as necessary.

Unloader will not come to preg
sure.

-Foreign particle in valve.

Clean or replace valve.

Nozzle worn or wrong size.

Replace part as necessary.

Piston or valve worn.

Replace part as necessary.

Extreme pressure spikes.

unloader.

Adjusting nut turned completely iftBack off adjusting nut.

Clogged nozzle.

Clean or replace nozzle.

See pages 10 & 11 for Parts List and Schematic Diagram.
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JM3000 PARTS LIST

ITEVDESCRIPTION PART # QTY  ITEMDESCRIPTION PART # QTY
1 DECALJM3000 FRONT PANEL  N/A 1 42 REDUCER JM230017 1
(SEE JM7Q008)
2 LOCKNUT IJM30157 9 43 STREET TEE JM230058 1
3 WASHER JM280003 16 44 FRAMESM JETTER JM50306A64 1
4 BATTERY BOX IJM330092 1 45 HOSE BARB JM230005 1
5 BATTERY RETAINER IM260264A01 1 46 TEE JM230235 1
6 BOLT IM270066 4 47 RELIEF VALVE JM220005 1
7 DECALRISK OF INJURY N/A 1 48 DECALWARNING/OPERATION N/A 1
(SEE JM7Q008) (SEE JM72008)
8 DECALJM3000 SIDE PANEL  N/A 1 49 ENGINE JM10087 1
(SEE JM7Q008)
9 BALL KNOB JM70223 1 50 KEY IM40078 1
10 SPRING IM40165 1 51 HOSE *(ONE FOOT REQUIRED) JM150007 1
11 SHOULDER SCREW IJM270895 1 52 ELBOW JM20119 1
12 WASHER JM280002 16 53 FILTER IM190207 1
13 BOLT IJM270020 4 54 ELBOW JM240006 1
14 HOSE REEL BRACKET ASSY  JM201275A64 1 55 BALL VALVE IM220494 1
15 BOLT IJM27550 1 56 HANDLE GRIP IM70227 1
16 NUT JM300004 1 57 ELBOW JM240118 1
17 BOLT IJM270015 4 58 COMPONENT TOOL BOX IM201213A64 1
18 PUSH/PULL TOGGLE CLAMP  JM330400 1 59 DECALWARNING RISK OF BURNSA 1
(SEE JM72008)
19 LOCKNUT JM30155 8 60 WHEEL JM140150 4
20 DECALSILVER STICKER N/A 1 61 LOCKNUT IM30117 4
21 HOSE REEL JM850390 1 62 U CLAMP JM130211 1
22 CABLE JM32112 1 63 PRESSURE GAUGE IM220465 1
23 TERMINAL RING IJM320097 2 64 DECALJM3000 CONTROL PANEIN/A 1
(SEE JM7Q008)
24 CABLE TIE IJM330022 2 65 ELBOW IM230426 1
25 CABLE *(THREE FEET REQUIREDM320065 1 66 COUPLER IM230077 2
26 DECALRISK OF BURNS N/A 1 67 WASHER JM280051 2
(SEE JM7Q008)
27 DECALRISK OF FIRE N/A 1 68 BALL VALVE IM220462 1
(SEE JM7Q008)
28 TERMINAL PROTECTOR JM30508 1 69 SCREW NIPPLE IM230494 2
29 BOLT IJM270070 4 70 WASHER JM280050 1
30 PUMPR 30203 W/GEARBOX JM30370 1 71 ELBOW JM240131 1
31 WASHER JM280022 6 72 STRAINER JM190050 1
32 LOCKWASHER JM290008 4 73 DETERGENT HOSE JM150021 1
*(FOUR FEET REQUIRED)
33 BOLT IM270119 4 74 SCREW COUPLER IM230490 2
34 HIGH PRESSURE HOSE IJM150254 2 75 CHEMICAL INJECTOR IJM500052 1
35 ELBOW IM240092 1 76 HOSE JM120146 1
36 UNLOADER IM80634 1 77 GUN JM160001 1
37 HOSE *(ONE FOOT REQUIRED) JM150007 1 78 DUAL LANCE IM160416 1
38 HOSE CLAMP JM420011 3 79 NOZZLE JM120026 1
39 ELBOW IJM230050 2 - DECAL SETM30060GH JM710008 1
40 NIPPLE JM240010 1 *MUST ORDER IN ONE FOOT LENGTHS
41 HIGH PRESSURE HOSE JM150310 1
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